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PiranhaMAX™ 

Model PiranhaMAX 190cx PiranhaMAX 180x PiranhaMAX 170x PiranhaMAX 160x PiranhaMAX 150x PiranhaMAX 230x PT
Model Options — — — 160 Portable 150 Portable —

Display Size 3.5" Diagonal 4" Diagonal 4" Diagonal 4" Diagonal 4" Diagonal 4" Diagonal

Display Pixel Matrix 320V x 240H 240V x 160H 240V x 160H 160V x 128H 160V x 128H 240V x 160H

Display Type Color TFT FSTN LCD FSTN LCD FSTN LCD FSTN LCD FSTN LCD

Display Colors/Grayscale 256 Colors 8 Level Grayscale 8 Level Grayscale 4 Level Grayscale 4 Level Grayscale 8 Level Grayscale

Sonar Single Beam TriBeam Dual Beam Dual Beam Single Beam Dual Beam & SmartCast

Sonar Coverage 
20° @ -10db 20° & 35° (2) @ -10db 

90º Total Coverage 20° & 60° @ -10db 20° & 60° @ -10db 20° @ -10db 20° & 60° @ -10db

Sonar Frequency 200 kHz 200/455 kHz 200/83 kHz 200/83 kHz 200kHz 200/83 kHz

Target Separation 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm)

Power Output 200 Watts (RMS);
1600 Watts (Peak-to-Peak)

200 Watts (RMS);
1600 Watts (Peak-to-Peak)

200 Watts (RMS);
1600 Watts (Peak-to-Peak)

100 Watts (RMS);
800 Watts (Peak-to-Peak)

100 Watts (RMS);
800 Watts (Peak-to-Peak)

100 Watts (RMS);
800 Watts (Peak-to-Peak)

Current Draw 220 mA 100 mA 100 mA 100 mA 100 mA 100 mA

Depth Capability 800 ft (240m) 800 ft (240m) 800 ft (240m) 600 ft (180m) 600 ft (180m) 600 ft (180m)

Temperature Included Included Included Included Included Included

Backlight / Waterproof Yes Yes Yes Yes Yes Yes

Unit Case Size 43/8 " W x 6 1/8 " H x 3 1/4 "D
(11 L x 15,5 H x 8 P)

4 3/8” W x 6 1/8” H x 3 1/4”D
(11 L x 15,5 H x 8 P)

4 3/8” W x 6 1/8” H x 3 1/4”D
(11 L x 15,5 H x 8 P)

4 3/8” W x 6 1/8” H x 3 1/4”D
(11 L x 15,5 H x 8 P)

4 3/8” W x 6 1/8” H x 3 1/4”D
(11 L x 15,5 H x 8 P) —

Mount* Tilt and Swivel Tilt and Swivel Tilt and Swivel Tilt Tilt Portable

Transducer - Standard XNT-9-20-T XNT-9-20-T XNT-9-20-T XNT-9-20-T XNT-9-20-T XPT-9-20-T

Transducer Mounting - Standard Inside Hull or Transom Inside Hull or Transom Inside Hull or Transom Inside Hull or Transom Inside Hull or Transom Suction Cup

Power Input 10-20 VDC 10-20 VDC 10-20 VDC 10-20 VDC 10-20 VDC 10-20 VDC

SmartCast Mode
Sonar Coverage  — — — — — 90° @ -10db

Sonar Frequency — — — — — 125kHz

Depth Capability — — — — — 120 ft (35m)

Wireless Range — — — — — 100 ft (30m)

* In-Dash Mounting Kit for PiranhaMax™ does not support models manufactured before 2009.                                                                                                                     Features and specifications subject to change without notice

Fishin’ Buddy®

Model 140cx Fishin’ Buddy 120x Fishin’ Buddy 110x Fishin’ Buddy
Display Size 3 1/2" Diagonal 4" Diagonal 4" Diagonal

Display Pixel Matrix 320V x 240H 240V x 160H 160V x 128H

Display Type TFT LCD FSTN LCD FSTN LCD

Display Colors/Grayscale 256 Colors 8 Level Grayscale 4 Level Grayscale

Sonar Down/Side Down/Side Single Beam Down

Sonar Coverage 34° & 10° @ -10db 34° & 10° @ -10db 34° @ -10db

Sonar Frequency 200/455 kHz 200/455 kHz 200kHz

Target Separation 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm) 2 1/2  Inches (6.35cm)

Power Output 125 watts (RMS);
1000 Watts (Peak-to-Peak)

125 watts (RMS);
1000 Watts (Peak-to-Peak)

125 watts (RMS);
1000 Watts (Peak-to-Peak)

Current Draw 125mA 110mA 110mA

Depth Capability 240 ft (70m) Down, 120 ft (35m) Side 240 ft (70m) Down, 120 ft (35m) Side 240 ft (70m) Down

Temperature Included Included Included

Backlight / Waterproof Yes Yes Yes

Unit Case Size 4.22" W x 5.76" H x 2.72"D (10,7 L x 14,6 H x 6,9 P) 4.22” W x 5.76” H x 2.72”D (10,7 L x 14,6 H x 6,9 P) 4.22” W x 5.76” H x 2.72”D (10,7 L x 14,6 H x 6,9 P)

Mount Portable Clamp Portable Clamp Portable Clamp

Transducer Mounting - Standard 24"-40" (60-100cm) Telescopic Pole 24” (60cm) Fixed Pole 24" (60cm) Fixed Pole

Power Input 6 AA 6 AA 6 AA

Features and specifications subject to change without notice

SmartCast®

Model RF45e RF35e RF25e RF15e
Display Size — 1 1/4 " Diagonal 1 1/4 " Diagonal 3 7/8 " Diagonal

Display Pixel Matrix — 48V  x 32H 48V  x 32H 160V x 132H

Display Type — STN LCD STN LCD FSTN LCD

Display Colors/Grayscale — — — 4 Level Grayscale

Sonar / Sonar Coverage Single Beam / 90˚ @ -10db Single Beam / 90˚ @ -10db Single Beam / 90˚ @ -10db Single Beam / 90˚ @ -10db

Sonar Frequency 125kHz 125kHz 125kHz 125kHz

Depth Capability 120 ft (35m) 120 ft (35m) 120 ft (35m) 120 ft (35m)

Temperature — Included Included Included

Backlight / Waterproof — Yes Yes Yes

Features and specifications subject to change without notice
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GEONAV Srl  •  55049 Viareggio (Lu), Via Aurelia Nord 92
www.geonav.it  •  info@geonav.it
©2009 All Rights Reserved

Humminbird, One-Touch, Piranha, SmartCast, Sonar Echo Enhancement, TrueArch, WeatherSense, Matrix, QuadraBeam,  
Selective Fish ID+, Side Imaging, Fishin’ Buddy and WideSide are registered trademarks of Humminbird, Techsonic Industries Inc.

DualBeam PLUS, Fish ID+, HumminbirdPC, Real Time Sonar, Remote Sonar Sensor, X-Press Menu, UniMap, ContourXD, CannonLink, 
InterLink, 1100 Series, 900 Series, 800 Series, 700 Series, 500 Series, 300 Series and 100 Series, PiranhaMAX, QuadraBeam PLUS, 
SwitchFire, SideFinding, ICE Flasher Series and Wireless Sonar Link are trademarks of Humminbird, Techsonic Industries Inc.

Hardware and required XM radio and XM NavWeather monthly subscriptions sold separately. Other fees and taxes, including  
a one-time activation fee may apply. All programming, fee, and weather data subject to change. NavWeather data displays  
and individual product availability vary by hardware equipment. Reception of the XM signal may vary depending on location. 
Subscriptions subject to Customer Agreement available at xmradio.com. XM service only available in the 48 contiguous  
United States. XM NavWeather is a trademark of XM Satellite Radio Inc. ©2008 XM Satellite Radio Inc. All rights reserved.

Threat Matrix is a registered trademark of Baron Services, Inc.

Navionics is a registered trademark of Navionics, Inc.

LakeMaster is a registered trademark of WayPoint Technology, Inc.

HotMaps is a trademark of Navionics, Inc. and Navionics S.p.A.

Advantage Wetlands is a registered  
trademark of Jordan Outdoor Enterprises.

Specifications are subject to  
change without notice.

Printed in the U.S.A.

HUM_ItalianSpreads_ENG.indd   44 8-02-2010   8:14:26




